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Securefold
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Securefold is manufactured using corrosion

resistant high grade stainless steel, anodised

aluminium and cutting edge polymer

technology. All components undergo extensive

cycle testing exceeding the maximum

European BS EN1627 grade of 100,000 to

ensure the product is durable and fit for

purpose.

Lying at the heart of the system are two and four wheeled
load bearing hangers. A solid 316 stainless steel hanger uses
high end precision stainless steel bearings, renowned for their
durability combined with state of the art polymer guide
bearings.

The top hung design creates a discreet and easy to operate
system available in a variety of inward* and outward opening
installations.

All the components of Securefold have been tested as a
system including track, lock, frame and door seals for superior
security and weather resistance.

Available in three finishes, brushed satin, polished stainless
steel and titanium gold, you can be sure that there is an
option to complement any existing fittings in the home.
Surface mounted end hinges are also available as an optional
extra in all three finishes for ease of installation.

*For inward opening systems ensure that the doors are not
directly exposed to weather conditions.
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Securefold Ultra

Securefold Ultra is the latest development from

PC Henderson for exterior outward opening folding

doors and offers the next level of security enhanced

folding door systems. With its additional security

components including the unique interlocking

hinge, receiving plate and hinge bolt, this system

gives your home an extra layer of protection from

intruders, enhanced weather resistance and all the

aesthetic benefits associated with modern design.

Certified Burglar Resistance
Securefold Ultra has been tested to the European security standard
BS EN 1627:2011 to ensure that the enhanced Ultra system meets
the requirements to be classified as burglar resistant. The additional
components featured on Securefold Ultra all work together to give
uncompromised security and weather resistance unlike any other
system currently on the market today.

Enhanced Security Screw
A locking screw mechanism has been incorporated into the design
to prevent the hardware from being tampered with or disengaged
from the door when closed.

Flushbolt
A key element to the Securefold Ultra system is the purpose
designed flushbolt available in three lengths; 190mm, 450mm and
600mm. Made from extruded aluminium and 316 stainless steel
the Ø10mm flushbolt is a proven method of securing your home.

Lockable and non-lockable flush bolts are available in 190mm, 450mm and
600mm sizes, in gold, satin and polished chrome finishes.
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Interlocking Hinge
This unique central locking hinge is an integral part of the Ultra
system. On its own, the tried and tested design of the hinge makes
it difficult for any intruders to attack, disengage or tamper with any
part of the system. The interlocking design also stops the hinge
being dismantled or forced out of position.

Hinge security bolt
This robust bolt locks together the adjacent door leaves to create a
secure seal between the doors. The bolt locks into place via the
faceplate located on the adjoining door leaf or frame. Once in place
it is incredibly difficult for intruders to access the hardware and
corrupt the system.

Face Plate
The face plate is secured on to the door and allows the hinge
security bolt to slide neatly into place with minimum resistance.
This in turn makes the system highly durable allowing the security
features to remain in excellent condition and working at an
outstanding standard for many years.

Multi Point Lock
For complete security the Securefold system incorporates a multi
point lock with handle driven top, bottom and centre hooks that
match up to the security standards set by Securefold Ultra.

Corrosion resistance
Made from 316 stainless steel, anodised aluminium track and
polymers, Securefold has been designed to maintain its
performance in the harshest of environments making it an ideal
choice for coastal applications.

Weather resistance
Securefold Ultra is designed to dramatically enhance the weather
resistance of Securefold enabling the system to withstand the most
severe weather conditions. When coupled with quality door panels
the system fits together to create a superior weatherproof seal,
protecting the interior of the home.

Securefold features a concealed bottom channel which is neatly
hidden under the door leaves to protect the system from the
natural elements. Made from durable UV stable black
polypropylene, it provides maximum performance and features an
aluminium support channel as an optional extra.

Aesthetic design
Henderson understands the importance of functionality, security
and durability but also focus on the finish of each component to
ensure that it complements a range of applications. With design in
mind, Securefold Ultra is also available in a range of finishes
including brushed satin, polished stainless steel and titanium gold
as well as a varied combination of configurations for outward
opening applications.

Enhanced Ultra hinge.

Test Results

Norm
Classification

Class
Achieved

650

EN 12207

4

600

EN 12208

9A

+3000/-2550

EN 12210

4

Air-tightness
in PA

Water-tightness
in PA

Resistance wind
force in PA
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Features

• High security locking system

• Severe weather resistance

• Maximum corrosion resistance

• Inward and outward opening options with a range

of opening variations

• Concealed channel to enhance appearance

• Precision bearings top and bottom to reduce 

rolling resistance

• Cycle tested to over 100,000 cycles

• Certified burglar resistance*

• Option for surface mounted or morticed hinges 

on Securefold

Easy Installation
As with all Henderson products, the Securefold range has been
designed for maximum performance and ease of installation.

Comprehensive instructions are supplied with every pack and our
Technical Services Department are on hand to deal with any
specification or installation queries.

Whilst Securefold has been built with precision engineering,
additional built-in vertical and lateral adjustment mechanisms
have been developed to ensure the highest possible finish.

MAXIMUM LEAF HEIGHT

MAXIMUM LEAF WEIGHT

MAXIMUM LEAF WIDTH

LEAF THICKNESS

SECUREFOLD SPECIFICATIONS

3300mm

75kg

1000mm

35-68mm**

MAXIMUM LEAF HEIGHT

MAXIMUM LEAF WEIGHT

MAXIMUM LEAF WIDTH

LEAF THICKNESS

SECUREFOLD ULTRA SPECIFICATIONS

3300mm

75kg

1000mm

48-68mm**

* Ultra only.
** For thick and / or narrow width doors please consult the fitting
instructions regarding camming . For doors between 35-47mm use an
alternative flushbolt. Contact Technical Sales Team for further information.
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Securefold system

JAMB CAP GASKET

ALTERNATIVE ALUMINIUM THRESHOLD SF94T 
BY PCH - COMES COMPLETE WITH 94P AND
ENDCAPS AND IS PREDRILLED FOR DRAINAGE

JAMB CAP
IN LINE WITH
TRACK

WHEN USED IN CONJUNCTION WITH
ALUMINIUM SUPPORT CHANNEL 94SC
THE OUTER CHANNEL DIMENSIONS
BECOME 23H x 25W

JAMB CAP IN LINE WITH TRACK

Ø10 DRILL FOR
DRAINAGE AT 1000mm
CENTRES, 300MM
CENTRES FOR EXTREME
WEATHER CONDITIONS

52

212

140

39

18

Top Pivot
Guide

Bottom Pivot
Guide

Intermediate
Guide

End
Guide

Hinge
Handle

Hinge

4 Wheel
Hanger

2 Wheel
Hanger
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SF1 SF1

SF1
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SF9 SF2L SF9
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SF9 SF4
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SF7 SF7

SF3
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SF3
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SF3SF7
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SF7 SF7 SF3
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SF7SF7

SF9 SF9SF4

SF7
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SF9 SF4SF4

SF3SF7
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SF7 SF7

SF4 SF4SF9 SF2L
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INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

1 x YS170, 2 x SF Flushbolt,
1 x SF1 pivot hinge,
1 x SF3 hinge set with handle,
1 x SF2L end hanger set - left hand.*

1 x YS170, 2 x SF Flushbolt,
2 x SF1 pivot hinge,
1 x SF3 hinge set with handle,
1 x SF2L end hanger set - left hand.*

1 x YS170, 2 x SF Flushbolt,
1 x SF1 pivot hinge,
1 x SF4 intermediate hanger set,
1 x SF7 offset hinge set with handle.

1 x YS170, 4 x SF Flushbolt,
2 x SF1 pivot hinge,
2 x SF3 hinge set with handle,
1 x SF8 rebated end hanger meeting.

1 x YS170, 4 x SF Flushbolt,
2 x SF1 pivot hinge,
1 x SF4 intermediate hanger set,
1 x SF7 offset hinge set with handle.

1 x YS170, 4 x SF Flushbolt,
1 x SF1 pivot hinge,
1 x SF4 intermediate hanger set,
2 x SF7 offset hinge set with handle,
1 x SF2L end hanger set - left hand.*

1 x YS170, 4 x SF Flushbolt,
2 x SF1 pivot hinge, 1 x SF3 hinge set with
handle, 1 x SF4 intermediate hanger set
1 x SF7 offset hinge set with handle,
1 x SF2R end hanger set - right hand.*

1 x YS170, 4 x SF Flushbolt,
2 x SF1 pivot hinge,
1 x SF4 intermediate hanger set,
2 x SF7 offset hinge set with handle,
1 x SF2L end hanger set - left hand.*

1 x YS170, 4 x SF Flushbolt,
1 x SF1 pivot hinge,
1 x SF3 hinge set with handle,
2 x SF4 intermediate hanger set,
1 x SF7 offset hinge set with handle.

1 x YS170, 6 x SF Flushbolt,
2 x SF1 pivot hinge,
2 x SF4 intermediate hanger set,
2 x SF7 offset hinge set with handle.

1 x YS170, 6 x SF Flushbolt, 2 x SF1 pivot
hinge, 1 x SF3 hinge set with handle,
1 x SF4 intermediate hanger set,
2 x SF7 offset hinge set with handle,
1 x SF8 rebated end hanger meeting.

1 x YS170, 6 x SF Flushbolt, 2 x SFW1 pivot
hinge, 1 x SF3 hinge set with handle,
2 x SF4 intermediate hanger set,
1 x SF7 offset hinge set with handle.

1 x YS170, 6 x SF Flushbolt, 1 x SF1 pivot
hinge, 1 x SF3 hinge set with handle,
2 x SF4 intermediate hanger set,
2 x SF7 offset hinge set with handle,
1 x SF2L end hanger set - left hand.*

2 LEAF

2+1 LEAF

3 LEAF

2+2 LEAF

3+1 LEAF

4 LEAF

3+2 LEAF

4+1 LEAF

5 LEAF

3+3 LEAF

4+2 LEAF

5+1 LEAF

6 LEAF

Outward opening configurations Securefold hardware Securefold Ultra hardware

1 x SFU9 pivot hinge
1 x SF3 hinge set with handle
1 x SFU2L end hanger set - left hand*

1 x YS170, 2 x SF Flushbolt,
2 x SFU9 pivot hinge,
1 x SF3 hinge set with handle,
1 x SF2L end hanger set - left hand.*

1 x YS170, 2 x SF Flushbolt,
1 x SFU9 pivot hinge,
1 x SFU4 intermediate hanger set,
1 x SF7 offset hinge set with handle.

1 x YS170, 4 x SF Flushbolt,
2 x SFU9 pivot hinge,
1 x SFU4 intermediate hanger set,
1 x SF7 offset hinge set with handle.

1 x SFU9 pivot hinge
1 x SFU4 intermediate hanger set
2 x SF7 offset hinge set with handle
1 x SFU2L end hanger set - left hand*

1 x YS170, 4 x SF Flushbolt,
2 x SFU9 pivot hinge, 1 x SF3 hinge set
with handle, 1 x SFU4 intermediate hanger
set, 1 x SF7 offset hinge set with handle,
1 x SF2R end hanger set - right hand.*

1 x YS170, 4 x SF Flushbolt,
2 x SFU9 pivot hinge,
1 x SFU4 intermediate hanger set,
2 x SF7 offset hinge set with handle,
1 x SF2L end hanger set - left hand.*

1 x YS170, 4 x SF Flushbolt,
1 x SFU9 pivot hinge,
1 x SF3 hinge set with handle,
2 x SFU4 intermediate hanger set,
1 x SF7 offset hinge set with handle.

1 x YS170, 6 x SF Flushbolt,
2 x SFU9 pivot hinge,
2 x SFU4 intermediate hanger set,
2 x SF7 offset hinge set with handle.

1 x YS170, 6 x SF Flushbolt,
2 x SFU9 pivot hinge,
1 x SF3 hinge set with handle,
2 x SFU4 intermediate hanger set,
1 x SF7 offset hinge set with handle.

1 x SFU9 pivot hinge
1 x SF3 hinge set with handle
2 x SFU4 intermediate hanger set
2 x SF7 offset hinge set with handle
1 x SFU2L end hanger set - left hand*
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Common panel layouts

for Securefold and Securefold Ultra**

SF1 Pivot Assembly Set

SFU1 Ultra Pivot Assembly Set

SF2R End Hanger Set (RH)

SF2L End Hanger Set (LH)

SF4 Intermediate Hanger Set

SF5 Hinge Set Inward Opening

SF3 Hinge Set with Handle

SF7 Hinge Set Offset Outward Opening

SF8 Rebated End Hanger Meeting

SF9 Intermediate Pivot Hinge (optional)

SFU9 Ultra Intermediate Pivot Hinge (optional)

SF10 Face Fix Handle (optional)

YS170 Multi Point Lock

SF Flushbolt

The systems configurations shown above are viewed from the outside. They can be reversed, if reversed the parts marked * will have to be the opposite handing e.g. “SFW2R/SF2R end hanger set - right hand”
will become “SFW2L/SF2L end hanger set - left hand” and “SFW2L/SF2L end hanger set - left hand” will become “SFW2R/SF2R end hanger set - right hand”. SFW9 intermediate pivot is optional for doors
exceeding 2200mm in height. The SFW8 (rebated end hanger meeting) is illustrated in the split position on each door. Only one kit is required per door meeting point. ** Ultra only available outward opening.
On systems using door leaves that are narrow and wide and the hypotenuse more than the door width x 1.004 then a risk of camming exists (see fitting instructions for further information). Please contact our
Technical Sales Team for further information.

W Door configuration

NOT AVAILABLE

NOT AVAILABLE

To add surface mounted hinges replace: SF1 with SFW1
(only available for standard Securefold) SF2 with SFW2

SF8 with SFW8
SF9 with SFW9

= Flushbolt locations 

NOT AVAILABLE

NOT AVAILABLE

NOT AVAILABLE
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SF5

SF1 SF2R

SF5

SF1 SF2R SF1

SF6

SF1 SF4

SF6 SF6

SF4 SF4SF1 SF1

SF5 SF5

SF1 SF1SF8SF8

SF6 SF5

SF1 SF1SF4 SF2L

SF6 SF6 SF5

SF8SF8SF4SF1 SF1

SF6

SF1 SF1SF4

SF6 SF6

SF1 SF1SF4 SF2R

SF6 SF5

SF4 SF4SF1 SF1

SF6 SF5

SF1 SF4 SF4

SF6 SF6

SF1 SF2RSF4

SF6 SF5 SF6

SF4 SF4SF1 SF2R

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

INSIDE

OUTSIDE

1 x YS170, 2 x SF Flushbolt,
1 x SF1 pivot set,
1 x SF5 hinge set inward opening,
1 x SF2R end hanger set - right hand.*

1 x YS170, 2 x SF Flushbolt,
2 x SF1 pivot set,
1 x SF5 hinge set inward opening,
1 x SF2R end hanger set - right hand*

1 x YS170, 2 x SF Flushbolt,
1 x SF1 pivot set,
1 x SF6 offset hinge set inward opening,
1 x SF4 intermediate hanger set.

1 x YS170, 4 x SF Flushbolt,
2 x SF1 pivot set,
2 x SF5 hinge set inward opening,
1 x SF8 rebated end hanger meeting.

1 x YS170, 4 x SF Flushbolt,
2 x SF1 pivot set,
1 x SF6 offset hinge set inward opening,
1 x SF4 intermediate hanger set.

1 x YS170, 4 x SF Flushbolt,
1 x SF1 pivot set
2 x SF6 offset hinge set inward opening,
1 x SF4 intermediate hanger set,
1 x SF2R end hanger set - right hand.*

1 x YS170, 4 x SF Flushbolt, 2 x SF1 pivot set
1 x SF4 intermediate hanger set
1 x SF5 hinge set inward opening
1 x SF6 offset hinge set inward opening
1 x SF2L end hanger set - left hand.*

1 x YS170, 4 x SF Flushbolt,
2 x SF1 pivot set,
1 x SF4 intermediate hanger set,
2 x SF6 offset hinge set inward opening,
1 x SF2R end hanger set - right hand.*

1 x YS170, 4 x SF Flushbolt,
1 x SF1 pivot set,
2 x SF4 intermediate hanger set,
1 x SF5 hinge set inward opening,
1 x SF6 offset hinge set inward opening.

1 x YS170, 6 x SF Flushbolt,
2 x SF1 pivot set,
2 x SF4 intermediate hanger set,
2 x SF6 offset hinge set inward opening.

1 x YS170, , 6 x SF Flushbolt, 2 x SF1 pivot set,
1 x SF4 intermediate hanger set,
1 x SF5 hinge set inward opening,
2 x SF6 offset hinge set inward opening,
1 x SF8 rebated end hanger meeting.

1 x YS170, 6 x SF Flushbolt,
2 x SF1 pivot set,
2 x SF4 intermediate hanger set,
1 x SF5 hinge set inward opening,
1 x SF6 offset hinge set inward opening.

1 x YS170, 6 x SF Flushbolt, 1 x SF1 pivot set,
2 x SF4 intermediate hanger set,
1 x SF5 hinge set inward opening,
2 x SF6 offset hinge set inward opening,
1 x SF2R end hanger set - right hand.*

2 LEAF

2+1 LEAF

3 LEAF

2+2 LEAF

3+1 LEAF

4 LEAF

3+2 LEAF

4+1 LEAF

5 LEAF

3+3 LEAF

4+2 LEAF

5+1 LEAF

6 LEAF

Inward opening configurations for standard Securefold only Securefold hardware

SF1 Pivot Set SF4 Intermediate
Hanger Set

SF2R End Hanger Set
- Right Hand

SF1 Pivot Set

Jamb Door Jamb DoorPivot Door Primary/Service Door

INSIDE

OUTSIDE

Flush boltFlush bolt

SF7 Offset Hinge Set
with Handle

SF3 Hinge Set
with Handle

HARDWARE APPLICATION

The systems configurations shown above are viewed from the inside. They can be reversed, if reversed the parts marked * will have to be the opposite handing e.g.
“SF2R end hanger set - right hand” will become “SF2L end hanger set - left hand” and “SF2L end hanger set - left hand” will become “SF2R end hanger set - right
hand”. The SF8 (rebated end hanger meeting) is illustrated in the split position on each door. Only one kit is required per door meeting point.
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Deadlocking latch with snib

� Easily reversible for re-handing
� Nightlatch function achieved by using split-spindle function
� Latch can be held in with snib

Centre hookbolt

� Extra level of security in centre of door
� Assists in door compression
� High level of security against attack

Top and bottom hookbolt

� Reverse hook bolts for anti-lift
� Assists door compression and reduced door bow
� High level of security against attack

Full striker range

� Three piece integral hook strikers
� Clearance on all apertures for 4mm door drop
� Adjustable latch and hook for ease of adjustment on-site

Handle

� Round bar lever/lever
� Available in gold and silver 
� Cycle tested to over 100,000 cycles

Keyfree

� Next generation digital door lock with no hard wiring
� Available on all multipoint locks supplied by PC Henderson
� Key fob, 10 metre range
� Key pad with 4-12 digit programmable code
� Fully alarmed unit

Yale anti-snap/anti-bump kitemarked

� Euro profile double cylinder
� Euro profile keyed alike in pairs
� Euro profile thumbturn cylinder
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Multipoint locking

PC Henderson are working in partnership with Yale to offer a durable multipoint lock which is

recommended for use on all Securefold and Securefold Ultra systems. Sourced and supplied directly

from PC Henderson, this lock holds the coveted Secured by Design and Insurance Approved

accreditation and is also fully compliant with PAS 24, BS6375 and corrosion tested to BS EN 1670.

Designed with the future in mind, this lock has also been design proofed for any future standards that

may be released making it a perfect partner for the durable Securefold and Securefold Ultra systems.
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Design in motion

Securefold is set to redefine the way we look at the

world. Closed, the doors create an effective secure

barrier; open, it provides a functional space with no

fixed panels or posts.

This high end product provides a vast range of

options to the architect or end user in residential

and business applications.
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Surface mounted  hinge.




